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4Manager

System Management Capabilities
System and Device Monitoring

Service flow identification in the installed architecture
Device performance continuous monitoring
Automatic alarm reporting to user interface

Event logger

Automatic generation of reports on system activity based on generic or

custom criteria

Video preview of each encoder’s output for visual stream monitoring
Automatic backup of video headend configuration for fast restore
capabilities in case of failure

System and Device Control
Full device control and management by SNMP or SOAP

Automatic and manual 1+1 or N+M redundancy protection switching.

Alarm correlation performed to optimize redundancy mechanisms
Centralized device firmware and configuration upgrade

4Manager User Interface

User profiles and privileges for secure administration of the system
System browsing with tree architecture view

Interactive and graphical fault locator

Graphical and intuitive representation of each controlled device

Integrated Devices

Envivio Video Encoders:

- 4Caster B3

- 4Caster M2

- 4Caster M4

- 4Caster C4

- 4Caster HD3

- 4Caster 3500

Video routers and IP switches'

And compatible with more than 1000 other devices

Communication Protocols Supported
Connections:

- Ethernet (10/100/1000 BaseT)
Communication protocols:

- UDPR,TCP/IP

- HTTP

- SNMP

- SOAP

- Telnet

- XML

Hardware

System

1U rack IBM xSeries 336 Intel, Xeon 3.2 GHz/800 MHz, 2 MB L2 cache
Memory - 2.048 GB, hard disk drives in RAID 1 configuration
Ethernet — 2 x 10/100/1000

Dual power supply

Physical

Depth 27.0in/686 mm
Height 1.7 in/43 mm
Weight 28 Ibs/12.7 Kg
Width 17.3 in/440 mm

Electrical

100-240 VAC auto-ranging, 240 W maximum

Max Btu output: 647 Btu/hr

Noise level (horizontal position): 69 db (operating)

' Check IP Switch brand and model

Operating Environment
Temperature: serveron
10.0° to 35.0°C (50°to 95°F)

Temperature: server off

Non operating: 95% at 30°C (86° F) non-condensing

0°to 60°C (-32° to 140°F)

Temperature: shipment
40° to 60°C (-40° to 140°F)
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For more information, visit:
www.realnetworks.com

NORTH AMERICA

RealNetworks, Inc. — Corporate Headquarters

NA Sales: 1-800-444-8011

Sales & Support URL: http://www.realnetworks.com/support

LATIN AMERICA & CARIBBEAN
Contact:  Tony Roca

Phone:  305-662-8435
Email: lamsales@real.com

NORTHERN EUROPE, BENELUX, SCANDINAVIA & MIDDLE EAST
Contact:  Allen Dickson

Phone: +44 203 051 9057

Email: allendickson@real.com

SOUTHERN EUROPE, EGYPT, NORTH AFRICA & SOUTH AFRICA
Contact:  Filippo Arletti

Phone: +39 348 5153715

Email: farletti@real.com

real

CENTRAL & EASTERN EUROPE
Contact:  Oliver Funke

Phone: +49 2102403914
Email: ofunke@real.com

FRANCE

Contact:  Guillaume Gerard
Phone: +33 153439065
Email: ggerard@real.com

JAPAN

RealNetworks, Inc.Japan
Phone: +813 53719237
Email: japansales@real.com

GREATER CHINA (BELJING)
RealNetworks, Inc. China

Contact:  Echo Shen

Phone:  +86 10 8565 6466 ext.328
Email: asiasales@real.com
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